
C-REACH (AGS)
Advanced Gateway Solution 
The complete package for 
RolP, Video and Data Processing 

A complete solution for RoIP, video Video and Data Processing, in a single ultra-compact form factor.    

The C-REACH (AGS) combines 4 capabilities into a single light weight unit. Secure Routing, RoIP & IP 
Video combined with the BioDigitalPC® processor for local data processing and storage, the C-REACH 
(AGS) is an extremely SWaP efficient, multi-purpose compute and communicate solution for 
expeditionary communications worldwide.

Provided in a MIL-STD 704 & 1275 ready package, the C-REACH (AGS) provides network communications 
interoperability over bearer of choice; video capture, compression and dissemination; and local 
applications services.

Use Cases Include:
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◊ Humanitarian/Disaster
response

◊ Military operations
◊ Expeditionary

communications provision

Baseline Configuration:
◊ Weight: 4.7 Kg
◊ Dimensions mm: L260xW220xD74
◊ Dimensions Inches:L10.2xW8.6xD2.9
◊ Supply Voltage 9 to 36vDC
◊ 1 x LAN Ethernet Port
◊ 1 x WAN Ethernet Port
◊ Console Port

◊ 1 x HD BNC Video input
◊ 1 x SD BNC Video Input
◊ PTZ Support
◊ 2 x RolP Interface Ports
◊ MIL-STD-704 & 1275

Radio Over IP
◊ CUBIC I Vocality 

 
RolP Gateway

◊ 2 Port E&M Interface
◊ Multiple CODEC support
◊ SIP Compatible
◊ RolP Gateway for; 

MOTOROLA WAVE
CISCO IPICs

Routing 

◊ CUBIC Vocality Embedded
Router

◊ Bandwidth Optimization
◊ IPSec SSH
◊ 802.lq VLAN Tagging, GRE
◊ CUBIC Vocality IP Aggregates 
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Processor
◊ BioDigitalPC® Credit card sized processing module
available in Multiple configurations up to:

- Intel i7 (6600U)
- 16GB DDR4 RAM
- 128GB SSD

◊ Field upgradeable/replaceable module
◊ Rugged, FIPS 140-2 Level 3
◊ Low Power (10-15watts)

◊ Quad Streaming H.264/MJPEG
◊ Composite & 3G/HD/SD-SDI Inputs
◊ UDP, RTP, RTSP, Multicast TCP/IP, RTMP
◊ PTZ Support
◊ ONVIF, PSIA
◊ CBR, VBR Video Bitrate Primary 32Kbps -16Mbps
◊ Resolution 352x 240 -1920x1080

Video Over IP




